
1. THE DETAILS IS TO BE USED WITH PREFLEX CONSTRUCTION DRAWINGS AND INSTALLATION GUIDE 
REFER TO PREFLEX CONSTRUCTION DRAWINGS FOR FINAL NAIL AND SCREW SCHEDULES.

2. ALL BUILDING COMPONENTS USED IN CONJUNCTION WITH THIS DETAIL SHALL BE IN COMPLIANCE 
WITH LOCAL CODE REQUIREMENT

SIP Wall / SIP Floor_STD PF-100.5

2X LET-IN BOTTOM PLATE 

PANEL 
THK

GYPSUM BOARD OR OTHER 
APPROVED THERMAL BARRIER

WALL PANEL

APPROVED SEALANT AT LOCATIONS 
SHOWN.

RIM BOARD

2X TREATED SILL PLATE ON SILL GASKET

NOTES:

SCALE: N.T.S

LAST UPDATE:

CONVENTIONAL FLOOR
(Joist-Wood)

10D NAILS (3"X0.131") @8" O.C, TWO 
ROWS OR EQUIVALENT

8D (2-3/8"X0.113") FULL ROUND HEAD 
SMOOTH SHANK NAILS BOTH SIDES @6" 
O.C. OR EQUIVALENT

CONSTRUCTION SCREW 2 7/8" X 0.19"
@12" O.C STAGGERED
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